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iSMP3
IS-AS-MP3

iSAudioServer 8 
Option
IS-AS-AS8

iSAudioServer 24
IS-AS-AS24

iSAudioServer 48
IS-AS-AS48

iSAudioServer 72
IS-AS-AS72

iSAudioServer 96
IS-AS-AS96

Internal CPU yes yes yes yes yes

Network 10/100/1000Mbit 10/100/1000Mbit 10/100/1000Mbit 10/100/1000Mbit

Embedded 
operating 
system

yes yes yes yes

DVD RW yes yes yes yes

GPIO digital 
inputs 4 4 4 4 4

Relay changers 4 4 4 4

IR receiver 1 1 1 1

Matrix keypad 
connector 4 x 4 4 x 4 4 x 4 4 x 4 4 x 4

Analog Audio 
Out 1 (stereo) 8 x sym. 6,3 mm 24 x sym. 6,3 mm 48 x sym. 6,3 mm 72 x sym. 6,3 mm 96 x sym. 6,3 mm

Analog Audio In 8 x XLR / combo 24 x sym. 6,3 mm 48 x sym. 6,3 mm 72 x sym. 6,3 mm 96 x sym. 6,3 mm

Audio quality 16bit / 48kHz 24bit / 96kHz 24bit / 96kHz 24bit / 96kHz 24bit / 96kHz 24bit / 96kHz

DSP functions yes yes yes yes yes

Preamp line/mic

Latency 8ms 8ms 8ms 8ms 8ms

RS-232 control 
protocol yes

ADAT sync 
input yes yes yes yes

Word Clock yes yes yes yes yes

Power con-
sumption 5W 230V / 36W 230V / 400W 230V / 400W 230V / 400W 230V / 400W

Dimensions 
(W x H x D) 105 x 44 x 165 mm 482.6 x 44 x 160 mm 482.6 x 222 x 528 mm 482.6 x 268 x 528 mm 482.6 x 312 x 528 mm 482.6 x 356 x 528 mm

Net weight 
(approx.) 0,5 kg 2,5 kg 19,5 kg 21,0 kg 22,0 kg 24,0 kg


